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MOVE IT 45 SQUARE

TYPE CODE
5W LED | 230 lm*  063-0320###F

non DIM H = 130mm
DIM DALI H = 250mm

MOVE IT 45 SQUARE ADJUSTABLE

TYPE CODE
5W LED | 230 lm*  063-0321###F

non DIM H = 150mm
DIM DALI H = 250mm

MOVE IT 45 SQUARE wallwasher

TYPE CODE
5W LED | 200 lm*  063-0420###A

non DIM H = 130mm
DIM DALI H = 250mm

e2 LED

e2 LED

e2 LED

MOVE IT 45 square

220-240V

220-240V

220-240V

COLOUR

COLOUR

063-_ _ _ _ _ _6_  anodised aluminium
8_  anodised black

063-_ _ _ _ _ _4 chrome
8 black

LED COLOUR TEMPERATURE
063-_ _ _ _4_ _ _  2700K

5_ _ _  3000K

*System power | Luminous flux 3000K

CONTROL
063-_ _ _ _ _1_ _  non DIM

3_ _  DIM DALI

MOUNTING HOUSING TRIMLESS

TYPE L/B/H (MM) CODE
1 lamp  97/97/60 063-0710017

MOUNTING HOUSING TRIMLESS

TYPE L/B/H (MM) CODE
2 lamps 188/97/60 063-0720017

MOUNTING HOUSING TRIMLESS

TYPE L/B/H (MM) CODE
3 lamps 279/97/60 063-0730017

MOUNTING HOUSING WITH TRIM

TYPE L/B/H (MM) CODE
1 lamp  70/70/62 063-076001#

MOUNTING HOUSING WITH TRIM

TYPE L/B/H (MM) CODE
2 lamps 140/70/62 063-077001#

MOUNTING HOUSING WITH TRIM

TYPE L/B/H (MM) CODE
3 lamps 210/70/62 063-078001#

ACCESSORY

2700K 3000K

non DIM DIM DALI

SEE PAGE 720 FOR MORE ACCESSORIES
XAL DALI push button unit
XAL DALI touch panel

QuickShip items available

D

Quadratische Strahler aus Aluminium, Oberfl äche in alu oder schwarz matt eloxiert 
Ausführung mit starrem, schwenkbarem oder beschnittenem (Wallwasher) Zylinder 
Durch Patentkugelschnapper werkzeuglos in 3 Höhen justierbar (0/25/35mm)
Für Gipskartondecken von 10-15mm für randlosen Einbau
Variante mit Rahmen in chrom oder schwarz erhältlich
Lieferbar in Lichtfarben 2700K und 3000K
Energieeffi ziente LEDs mit hoher Farbwiedergabe
Inklusive Konverter, wahlweise mit DALI Signal

E

Square spotlight made from aluminium, surface in alu or matt black anodised.
Version with fi xed, tiltable or trimmed wallwasher
Patented ball catch system toolless adjustment at 3 heights (0/25/35mm)
For plasterboard ceilings from 10-15mm for trimless installation
Version with frame available in chrome or black
Available in 2700K and 3000K
Energy effi cient LEDs with high CRI
Including converter and with optional DALI signal

F

Spots quadratiques en aluminium, surface en aluminium ou en noir mat anodisé
Version avec cylindre fi xe, inclinable ou coupé (Wallwasher)
3 hauteurs réglables sans outil par clips à bille breveté (0/25/35mm)
Pour encastrement sans rebord dans les plafonds en plaque de plâtre de 10-15mm
Version disponible avec cadre en chrome ou noir
Disponible dans les températures de couleur 2700K et 3000K
LEDs à grande effi cacité énergétique avec rendu élevé des couleurs
Convertisseur inclus, signal DALI en option
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PRIVATE RESIDENCE, LORENSKOG, NORWAY

Architect: Metropolis arkitektur & design as, An-Magritt Gjertsen, Oslo
Lighting design: Limelight AS, Oslo

111



PRIVATE APARTMENT, NEW YORK

Architect: INNOCAD, Graz
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